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Gap Filler
Economical, flexible, paintable, water based acrylic general purpose gap filler
*1.00	
Joint Sealant

1.01	
All joints must be prepared in accordance with the manufacturer’s current technical data sheet.

1.02	
Preparation
The joint surfaces should be clean and dry, free from any dust, oil, grease or other contamination. Gap Filler will bond to damp (but not wet) non-porous surfaces. For optimum results, Gap Filler should be applied to dry surfaces.

Surfaces which have been in use prior to sealing operations (e.g. bathroom tiles, fittings), or have any surface contamination, require special care in preparation. Scrub surfaces with strong detergent solutions and rinse with ample clean water, or scrub with Solvent 10 or Thinners No. 1 and allow to dry completely.
 
Where Gap Filler is to be applied to a joint subject to any movement, a bond breaking tape should be applied at the back of the joint, e.g. a polyethylene tape or Expandafoam joint backing rod. Where possible, a similar bond breaker should be used in the corner of triangular fillet beads. 

All materials used in conjunction with the new sealant system, shall be approved by the sealant manufacturer.














2.00	
Sealant

2.01	
Where so nominated on the drawings, the joints are to be sealed with a non-slump, acrylic latex sealant paste that forms a smooth skin quickly, and may be painted or covered with wallpaper. It is to be flexible and accommodate small structural movements between building components such as walls and ceilings, windows and door frames. It is to be suitable for internal and external use (not suitable for use under water). 

The sealant shall exhibit the following properties:

	Form:
	Non-slump paste

	Colour:
	White

	Skinning time:
	20 minutes @ 20oC, 50% RH

	Movement accommodation factor:
	5% total (+/- 2.5%)

	Service temperature:
	Minus 40oC to +70oC


	

2.02	
[bookmark: _GoBack]Gap Filler manufactured by Parchem Construction Supplies meets the performance criteria and is approved.
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