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Rollbase
Polyester fabric backed base sheet, for heat sensitive substrates in multi-layer torch-on membrane systems
*1.00	
Waterproofing

1.01	
General
All surfaces shall be prepared and the membrane applied strictly in accordance with the current manufacturer technical data sheet.
All work shall be carried out by a pre-qualified contractor, who is well trained in the application of the specific, documented, membrane system.
All materials used in conjunction with the new membrane system, shall be approved by the membrane manufacturer.

1.02	
Surface Preparation 
All surfaces to which the new membrane system is to be applied, shall be smooth, clean, and free from irregularities.
Sand / cement fillets, polymer modified, shall be installed at all change in direction of substrate locations (e.g. from horizontal to vertical). With sheet membranes all internal and external corners shall be double detailed in accordance with the manufacturer’s recommendations.
All substrate cracks and surface imperfections are to be filled, sealed and dry prior to membrane application.

2.00	
Waterproofing Membrane

2.01	
Where so designated on the drawings, the surface to be waterproofed shall have a multi-layer, reinforced, bitumen modified membrane system.

2.02	
The waterproofing membrane system base layer is to be a bituminous felt backed base sheet, internally reinforced with fibreglass. The underside shall be coated with a single strand spun bond polyester fabric and modified with elastoplastomeric polymer-bitumen. The following membrane layers are to be as per their specification. 



2.03	
When tested in accordance with UEAtc directive Jan 1984, it shall exhibit the following properties:
	
	Tensile strength:       
	longitudinal
	400 N/5cm
	(ENI2311-1) 

	
	transverse  
	200 N/5 cm
	

	Ultimate elongation:  
	longitudinal
	50%
	(EN12311-1)

	
	transverse
	20%
	

	Dimensional stability:
In hot conditions:      
	
	Stable @ 120oC
	(UNI 8202)

	
	longitudinal
	- 0.20
	(EN 1107-1)

	
	transverse
	+ 0.10 %
	

	Flexibility in cold conditions:
	
	-10oC
	(EN 1109)

	Resistance to tearing: 
	longitudinal
	290 N
	(EN 12311-1)

	
	transverse
	190 N
	

	Static puncture:     
	on concrete
	200 N
	(UNI 8202)

	
	on polystyrene
	150 N
	

	Permeability to water:
	
	> 60 kPa
	


	














2.04	
Index Rollbase from Parchem Construction Supplies meets the performance criteria and is an approved product for this application. (
Mar-07
)
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